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Valve terminal type 32 MPA

�Modular multi-functional valve

terminal for up to 64 valves

�Design suitable for electrical

peripherals CPX

�Channel-oriented diagnosis

down to the individual valve

�Straightforward valve

replacement

�Flow rate up to 360 l/min

(MPA1)

�Flow rate up to 700 l/min

(MPA2)

�Valves can be activated via

electrical isolation, voltage

tolerance ±25%
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Valve terminal type 32 MPA
Key features

Innovative Flexible Reliable Easy to mount

� Flat high-performance valves in

sturdy metal housing

�MPA1 flow rate up to 360 l/min

�MPA2 flow rate up to 700 l/min

� Standardised from the individual

valve up to multi-pin plug and field-

bus connections and control block

� Dream team: Fieldbus valve

terminal suitable for electrical

peripherals CPX. This means

– Advanced internal communica-

tion system for activation of the

valves and CPX modules

– Diagnosis down to the individual

valve

– Valves can either be activated via

electrical isolation or without

(standard)

�Modular system offering a range of

configuration options

� Expandable up to 64 solenoid coils

� Can be converted and expanded at

a later date

�Manifold blocks can be expanded

using just three screws and sturdy

separating seals on metal separator

plates

� Integration of innovative function

modules possible

� Supply plates permit a flexible air

supply and variable pressure zones

�High pressure range

–0.9 … 10 bar

�Wide range of valve functions

� Sturdy and durable metal

components

– Valves

– Manifold blocks

– Seals

� Fast troubleshooting thanks to LEDs

on the valves and diagnosis via

fieldbus

�High operating voltage tolerance

±25%

� Reliable servicing through replace-

able valves and electronics

modules

�Manual override either non-detent-

ing, detenting or secured against

unauthorised activation (covered)

� Durable thanks to the use of tried-

and-tested piston spool valves

� Large and durable labelling system,

suitable for barcodes

� Ready-to-install unit, already

assembled and tested

� Lower costs for selection, ordering,

assembly and commissioning

� Secure wall mounting or H-rail

mounting
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